FRODUCT BULLETIN K-SPRAY BULLETIN NO- J 5503 ﬂ
DRYWALL ACCETZ0RY CEILING TEXTURE DATE: 9/1/72
PROLUCTS PAGE: 1 of 2
APFROVALS:  PROCUCING FLANT CANCELS: TEST BATCH
SEN TIE DATE:
t
i
BULLETIN DESCRIFTION 4 POUNDS GATICS |
442 Tele Westal 202 9.63 250 ' |
441 Tale H C 7.70 200
220 Limestone - Whiting 73.11 - 1900 |
446 Titanium Pigment 2.31 60 ’
040 Asbestios 7D} 3.86 100
245 Methocel 228 .58 15 i
084 Hamaco Gum .50 " 13
025 EKGM Resin (Monsanto) b 12
026 Burnt Unber - - 2 oz
506 Nopeco PD #1 .08 2
453 PMA 20SEP .04 1,00
324 Styrene Aggreagate 1.73 45 90 cu.ft, l
TOTAL 100.00 2598
MANUFACTURING INSTRUCTIONS:
1, See Process Bulletin No. J 4.
2, Dry blend for a minimum of 12 minutes,
3. Package 40 1lbs wminimum per bag,
4, Mark all bags U,S. Patent No. 3,338,848,
QUALITY CONTROL:
T™™M-1B Viscosit:;r, ce per 100 gm to give &
diameter patty 160 - 170 cc
™ 34 Bond Equal tc Standard !
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